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1 INTRODUCTION 

This is a technical specification inclusive of all works, unless specifically indicated 
otherwise, required to meet the design specifications, operating requirements 
and performance levels, for the supply of access platforms for the door exchange 
programme on the Victoria Line. 
 

2   APPLICABLE REGULATIONS AND STANDARDS 
 

Contractors, their employees and any sub-Contractor(s) used shall ensure that 
they comply with all relevant legislation including any subsequent amendments, 
including (but not limited to) the following:  

 
2.1 London Underground Limited (LUL) Standards and Guidance: 

 
All appropriate LUL Standards shall especially be adhered to, in particular. 
S1191 Rolling stock specific depot plant and equipment 
 

2.2 Regulations or Latest Revision of the Regulation 

 
HASAW Health and Safety at Work etc. Act 1974 
 The Working at Height Regulations 
LOLER Lifting Operations and Lifting Equipment Regulations 
PUWER Provision and Use of Work Equipment Regulations 
 Electricity at Work Regulations 
 Supply of Machinery (Safety) (Amendment) Regulations 
 Environmental Protection Act 
PPE Personal Protective Equipment at Work Regulations 
 Control of Vibration at Work Regulations 
 Management of Health and Safety at Work Regulations 
 Manual Handling Operations Regulations 
 Workplace (Health, Safety and Welfare) Regulations 
COSHH Control of Substances Hazardous to Health 
 
 

3. CONTACT INFORMATION 
 

3.1 Depot Address (for delivery) 
 
Northumberland Park Depot 

 
 

3.2 Depot Contact Details: 
 
James Lackmaker 
Site Services Manager 
Mob: 07764429085 
 

3.3 Asset Manager Contact Details: 
 
Nigel Marsh 
Depot Plant & Equipment Project Manager 
London Underground 
Depot Maintenance Unit, 
Mobile: 07912 806 504 
E-mail: nigel.marsh@tube.tfl.gov.uk 

mailto:nigel.marsh@tube.tfl.gov.uk
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3.4 Commercial Manager Contact Details 
 
Mayank Vyas 
Procurement Manager – Fleet Rail Operations 
Commercial – London Underground Operations | Transport for London  
14 Pier Walk– 3rd Floor Yellow Zone, 14 Pier Walk London, SE10 0ES 
Direct: 0207 027 5392 (Internal 55392) | E-mail: mayankvyas@tfl.gov.uk  
Mobile: 07711 346 991 
 

4. WORK PACKAGE 
 

4.1 Scope: 
The platforms are to be of a modular design 

 
Required: 
 

• 6 off Stair Units to access the platforms 

• 18 off Centre Platforms 

• 6 off End Platforms 
 
The platforms shall be constructed of aluminium, with a non-slip surface, they 
shall capable of being coupled together to form any platform lengths with the 
available units. 
 

4.1.1 Stair Units 
 
The stair unit shall be designed to couple to a centre or end platform and: 

• Have a Safe Working Load – 250kg (2 Persons) 

• Be provided with a swing gate at the top to protect the staff working on 
the platform 

• Have a hand rail on both sides 

• Have a non-slip surface to the treads 
 

4.1.2 Centre Platforms 
 
The platforms shall be designed such that: 

• Safe Working Load – 750kg (to be marked 4 Persons) – this to be clearly 
marked on the platform 

• Platform length 4450mm 

• Working height 1350mm 

• Platform shall have a clear walkway of at least 685mm 

• Overall width of the platforms (including the folded shelves) shall be a 
maximum of 850mm 

• Scaffold netting to be fitted to canopy arms, this shall be replaceable 
without the need to re-drill the platform 

• Two foldable storage trays for the door valances after removal from a 
train, these shall be: 

o 300mm deep, with a 30mm lip at the back to prevent items falling 
off 

o A minimum vertical gap between them of 300mm. 
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o A minimum of 4200mm unobstructed opening at the front of the 
valance shelves.  

o A minimum safe working load of 50kg evenly distributed 

• 2 removable lockable tool boxes shall be provided tray to be provided per 
platform, these shall be: 

o A minimum of 1000mm x 250mm x 250mm 
o A safe working load of 25kg each 
o Positioned outside the working area 

• Bump protection shall be provided along the length of the platform to 
ensure no damage to trains 

• A rigid non-conductive barrier shall be provided below 600mm for all 
exposed metal parts facing the train including the casters 

• The platforms shall be provided with rotatable treble wheel casters, which 
shall: 

o Have a minimum diameter of 150mm 
o Have a minimum overall width of 100mm 
o Be provided with a foot brake 

• The platform shall be fitted with toe boards 

• Suitable fall prevention handrails shall be provided the length of the 
platform 

• The barriers shall be de-mountable to enable the platforms to be moved 
to the exam shed (it is anticipated that this task will be undertaken by the 
maintenance team and not the users). 

• The platforms shall be open on the train side of the platform 

• Platforms shall be capable of being coupled together in any combination 

• 2 retractable push handles to be provided per platform 

• Levelling and stability screw jacks to be provided with suitable level 
indication 

4500

Valance 

shelves

Lockable tool 

cabinets

Toe Board

Valance 

shelves

Lockable tool 

cabinets

Toe Board

Platform Deck

 
Note: The locations of the platform framework are for illustration purposes only. 

4.1.3 End Platforms 
 

As per the Centre Platforms, with the addition of an additional end barrier at the 
right hand side when looking from the train. 

 
4.2 Signage 

 
Each unit to be marked with a unique serial number which can be identified on 
the certificate. 
 
The platforms shall be provided with clear signage indicating the safe working 
load. The signage shall be riveted to a panel provided for this purpose, this panel 
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to include a Scafftag (multitag holders) for inspection records and space for 
user applied information. 
 
 The stair case gates shall be provided with a warning not to enter unless the 
platform is in position next to a train (wording to be agreed). 

 
 
 
4.3 Training: 

• Training to be provided in the use of the platforms. “Train the Trainer” 
training to be provided to deem trainers competent. Wording on the 
certificate must state that “John Smith has been assessed as competent 
in the safe use of the door change platforms”. 

 
 
 

4.4 Delivery of the work package: 

 
• Proposed drawing to be provided to TfL for agreement prior to any manufacture. 

• 1 platform set comprising of 1 staircase, 3 centre platforms and an end platform 
to be delivered initially for testing and approval by TfL. This initial delivery shall 
comprise the first of the 6 sets to be delivered. 

• After testing and acceptance of first delivery the rest of the contract to be 
delivered. 
 

4.5 Testing / Certification / Handover 
Equipment is to be fully tested before delivery to site. 
 
The following is to be provided. 
 

The Contractor shall supply the following documentation prior to bringing into use  

• Certificate of conformity (CofC) for parts used; 

• Load and topple test certification to be provided 

• User and maintenance manuals to be provided 

• Function test tick sheets; 

• Planned Maintenance regime  

• Operator and maintenance manuals to include drawings and parts lists 

5 WARRANTY 

The Contractor shall provide a minimum of two-year warranty for all equipment / parts 
supplied. Misuse of equipment is exempt from warranty. 


