
ELEVATION

TYPE 1.8CB - 1.8M CLOSE BOARDED
TIMBER FENCE (25mm gaps)

ELEVATION

PLAN

TYPE CBP18 - 1.8M TIMBER FENCE BETWEEN BRICK PIERS

NOTE - Width of fence panels and spacing of piers to be adjusted
on site to ensure uniform panels widths over the length of an
individual boundary.

base of excavation to be rolled
and compacted where the formation
 level is on fill material.
No topsoil or organic material to
be left in base of excavation.

brickwork pier filled with C30D
concrete using 10mm aggregates.

Stainless steel wall ties at 225mm
alt vertical centres..

A393 mesh with 75mm cover.

2-H12-02

2-H12-01

Pier/concrete to be
constructed in max 900mm lifts.

ALL DETAILS IN ACCORDANCE
WITH STRUCTURAL ENGINEERS
DRAWINGS.

ELEVATION

PLAN

TYPE 0.6SR - 600mm KNEE HIGH POST AND RAIL FENCE
ELEVATION

TYPE 1.5CB - 1.5M CLOSE BOARDED TIMBER
PLOT DIVIDING FENCE (25mm gaps)
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THIS DRAWING IS COPYRIGHT:  CONTRACTORS MUST CHECK ALL
DIMENSIONS ON SITE, ONLY FIGURED DIMENSIONS ARE TO BE
WORKED FROM.  DISCREPANCIES MUST BE REPORTED
IMMEDIATELY TO THE ARCHITECTS BEFORE PROCEEDING.
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TYPICAL BOUNDARY TREATMENT
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