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ﬂIOTES:
1.

COPYRIGHT, THIS DRAWING MAY NOT BE USED
OR REPRODUCED WITHOUT THE PERMISSION
OF BOB COSTELLO ASSOCIATES.

2. DO NOT SCALE, ALL DIMENSIONS IN MM TAKE
ALL MEASUREMENTS ON SITE

\\

3. TENDER DRAWINGS ARE PROVIDED TO INDICATE THE
EXTENT AND NATURE OF THE ENGINEERING
SERVICES. THEY ARE DIAGRAMMATIC AND DO NOT
NECESSARILY INDICATE ALL SYSTEM COMPONENTS.

4. THE SERVICES CONTRACTOR IS TO DEVELOP THE
TENDER DRAWINGS INTO WORKING DRAWINGS FOR
THE PURPOSE OF INSTALLATION, CO—ORDINATION
AND PROVISION OF SAFE ACCESS FOR MAINTENANCE.

5. THE SERVICES CONTRACTOR IS TO PROVIDE ALL
BUILDERSWORK DRAWINGS REQUIRED IN ASSOCIATION
WITH THE ENGINEERING SERVICES. THESE ARE TO
BE FULLY DIMENSIONED.

6. ALL SERVICES PASSING THROUGH WALLS, FLOORS,
ROOFS ETC. SHALL BE SLEEVED, FIRE SEALED AND
FINISHED AS PER THE SPECIFICATION.

7. REFER TO DESIGNERS RISK ASSESSMENT AND
RELEVANT METHOD STATEMENTS BEFORE
COMMENCING WORK.

AMENDMENTS
NO. | DATE DESCRIPTION DRAWN| APP
T |04.09.20] TENDER ISSUE JT BC
/

( MECHANICAL

& ELECTRICAL

CONSULTING

BOB COSTELLO ASSOCIATES LTD E N G | N E E R S

/

\_
4

~N

14/15 BELGRAVE SQUARE
LONDON
SW1X 8PS

TEL: +44 (0) 207 245 0012

\_

(~ PROJECT

HAINAULT ANCIENT
FOREST PARK

\_

/
N

(" DRAWING TITLE

M&E SERVICES
SITE PLAN

\_

ISOLATION  FACILITIES

/
N

/

DRAWN JT

-

APP DM

DATE

SEPTEMBER 2020

SCALE

1:250 at A1

DRG.No.:

005—ME—205

\_

REV

T

-/



AutoCAD SHX Text
??

AutoCAD SHX Text
SYMBOL

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
SERVICES AT FLOOR LEVEL

AutoCAD SHX Text
SERVICES BELOW FLOOR

AutoCAD SHX Text
SERVICES AT HIGH LEVEL

AutoCAD SHX Text
SERVICES IN CEILING VOID

AutoCAD SHX Text
DATA DUCTS

AutoCAD SHX Text
LOW VOLTAGE SERVICE

AutoCAD SHX Text
CAT 5 WATER SUPPLY

AutoCAD SHX Text
BOOSTED COLD WATER SERVICE

AutoCAD SHX Text
DATA

AutoCAD SHX Text
LV

AutoCAD SHX Text
CAT 5

AutoCAD SHX Text
BCWS

AutoCAD SHX Text
DATA DUCTS

AutoCAD SHX Text
HWSF

AutoCAD SHX Text
ELECTRIC WATER HEATER

AutoCAD SHX Text
DB/Z/11

AutoCAD SHX Text
SINK

AutoCAD SHX Text
DB/Z/11

AutoCAD SHX Text
SINK

AutoCAD SHX Text
DETAIL 'X' TYPICAL MAINS COLD WATER ENTRY/EXIT (NTS)

AutoCAD SHX Text
750mm MINIMUM

AutoCAD SHX Text
SEALED

AutoCAD SHX Text
GROUND LEVEL

AutoCAD SHX Text
STOP COCK

AutoCAD SHX Text
SLEEVES SEALED

AutoCAD SHX Text
PIPE LAID IN CONDUIT WITH INSULATION 

AutoCAD SHX Text
DRAIN COCK

AutoCAD SHX Text
TRENCH DETAIL 'B' TYPICAL TRENCH (NTS)

AutoCAD SHX Text
SURFACE  0.00

AutoCAD SHX Text
CABLE TILES

AutoCAD SHX Text
BACKFILL WITH EARTH

AutoCAD SHX Text
PVC MARKER TAPE

AutoCAD SHX Text
TRENCHING WIDTH INCREASES LOCALLY TO SUIT DRAWPIT LOCATIONS.

AutoCAD SHX Text
BELOW GROUND SERVICES L-R 1. BCWS BCWS 2. LVLV

AutoCAD SHX Text
HAINAULT ANCIENT 

AutoCAD SHX Text
FOREST PARK

AutoCAD SHX Text
M&E SERVICES

AutoCAD SHX Text
SITE PLAN

AutoCAD SHX Text
ISOLATION FACILITIES

AutoCAD SHX Text
JT

AutoCAD SHX Text
DM

AutoCAD SHX Text
SEPTEMBER 2020

AutoCAD SHX Text
1:250 at A1

AutoCAD SHX Text
653-ME-203

AutoCAD SHX Text
T

AutoCAD SHX Text
DRG.No.:

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REV

AutoCAD SHX Text
APP

AutoCAD SHX Text
& ELECTRICAL

AutoCAD SHX Text
CONSULTING

AutoCAD SHX Text
ENGINEERS

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
DRAWING TITLE

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NO.

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
AMENDMENTS

AutoCAD SHX Text
APP

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
BOB COSTELLO ASSOCIATES LTD

AutoCAD SHX Text
1. COPYRIGHT, THIS DRAWING MAY NOT BE USED COPYRIGHT, THIS DRAWING MAY NOT BE USED OR REPRODUCED WITHOUT THE PERMISSION OF  BOB COSTELLO ASSOCIATES. 2. DO NOT SCALE, ALL DIMENSIONS IN MM TAKE DO NOT SCALE, ALL DIMENSIONS IN MM TAKE ALL MEASUREMENTS ON SITE

AutoCAD SHX Text
3. TENDER DRAWINGS ARE PROVIDED TO INDICATE THE TENDER DRAWINGS ARE PROVIDED TO INDICATE THE EXTENT AND NATURE OF THE ENGINEERING SERVICES. THEY ARE DIAGRAMMATIC AND DO NOT NECESSARILY INDICATE ALL SYSTEM COMPONENTS. 4. THE SERVICES CONTRACTOR IS TO DEVELOP THE THE SERVICES CONTRACTOR IS TO DEVELOP THE TENDER DRAWINGS INTO WORKING DRAWINGS FOR THE PURPOSE OF INSTALLATION, CO-ORDINATION AND PROVISION OF SAFE ACCESS FOR MAINTENANCE. 5. THE SERVICES CONTRACTOR IS TO PROVIDE ALL THE SERVICES CONTRACTOR IS TO PROVIDE ALL BUILDERSWORK DRAWINGS REQUIRED IN ASSOCIATION WITH THE ENGINEERING SERVICES. THESE ARE TO BE FULLY DIMENSIONED. 6. ALL SERVICES PASSING THROUGH WALLS, FLOORS, ALL SERVICES PASSING THROUGH WALLS, FLOORS, ROOFS ETC. SHALL BE SLEEVED, FIRE SEALED AND FINISHED AS PER THE SPECIFICATION. 7. REFER TO DESIGNERS RISK ASSESSMENT AND REFER TO DESIGNERS RISK ASSESSMENT AND RELEVANT METHOD STATEMENTS BEFORE COMMENCING WORK.

AutoCAD SHX Text
TEL: +44 (0) 207 245 0012

AutoCAD SHX Text
SW1X 8PS

AutoCAD SHX Text
14/15 BELGRAVE SQUARE

AutoCAD SHX Text
LONDON

AutoCAD SHX Text
T

AutoCAD SHX Text
04.09.20

AutoCAD SHX Text
TENDER ISSUE

AutoCAD SHX Text
JT

AutoCAD SHX Text
BC

AutoCAD SHX Text
PLAN OF ISOLATION FACILITIES  NTS

AutoCAD SHX Text
INCOMING 35 MDPE BCWS SEE DETAIL X BELOW

AutoCAD SHX Text
15 LITRE ELECTRIC HOT WATER HEATER BELOW SINK SPEC: ARISTON LUX 15 O ARISTON LUX 15 O PRODUCT CODE: 3100308

AutoCAD SHX Text
FOR CONTINUATION SEE BELOW

AutoCAD SHX Text
FOR CONTINUATION SEE ABOVE

AutoCAD SHX Text
INCOMING LV IN 100 PVC SLEEVE

AutoCAD SHX Text
32 MDPE BCWS AND LV FROM BIOMASS BOILER HOUSE TO ISOLATION FACILITIES SEE DRAWING No. 653-ME-201

AutoCAD SHX Text
32 MDPE BCWS 

AutoCAD SHX Text
LV

AutoCAD SHX Text
BIOMASS BOILER HOUSE

AutoCAD SHX Text
MULTI-PURPOSE BARN

AutoCAD SHX Text
INTERPRETATION BARN

AutoCAD SHX Text
ISOLATION FACILITIES

AutoCAD SHX Text
32 MDPE BCWS REDUCE TO 22 COPPER WITH STOPCOCK AND DRAIN COCK. EXTEND 15 BCWS TO SINK AND WATER HEATER

AutoCAD SHX Text
32 MDPE BCWS 

AutoCAD SHX Text
LV

AutoCAD SHX Text
SEE DETAIL 'B' BELOW


	Sheets and Views
	653-ME-203T


