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Annex 1 – School Area Schedule

The Area Schedule will be agreed between the Authority and the Contractor at Contract Signature. Changes to the schedule will be agreed in accordance with the relevant procedure set out in the D & B Agreement.
	<Name of School> - Room Areas Matrix – <Block/Floor>

	LBL Area
Data Sheet
	Floor
	Room Number
	Room Name/Designation
	Measured Area (sq.m)

	 
	 
	 
	 
	 

	< To be Populated During Stage 1 – See example: >

	0914A
	Ground
	G.01a
	Entrance Lobby
	14.25

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Annex 2 – School Area Data Sheets
The individual Area Data Sheets below set out the Authority’s Requirements in respect of the areas identified in the School Area Schedule above.. 

Where there is a conflict between the Area Data Sheet and the Room Data Sheet, the Area Data Sheet shall take precedence. 

GENERAL NOTES:

The Contractor must consult the School on colour scheme choices, ensuring a variety of feature colour options are provided throughout to encourage a bright and exciting space.
Demountable suspended ceilings with tiles laid in a grid are not to be used in areas accessible to pupils, and a plain ‘exposed’ soffit is required.

Artificial lighting provision is to be suitable for an establishment catering for pupils with ASD.  Generally standard fluorescent light fittings are unlikely to be suitable and as a minimum high frequency fittings only are to be used; LED lamps may be suitable.  The school require some areas to be fitted with height adjustable pendent fittings to meet change of use.  All lights in pupil accessible areas to be dimmable.  The lighting proposals are to be agreed with the school before adoption into the design proposal.
All floor areas that are subject to wet washing or are in areas where the use of water is inherent, e.g. shower rooms, changing rooms, etc, (including Science Laboratories) to have coved skirting.
The school have a very strong preference for low surface temperature under-floor heating as an alternative to other types of heating, i.e. LTHW wall mounted radiators.  This is because all exposed pipe-work is eliminated, burns from constant contact with hot surface are prevented, and the functional areas are unencumbered with radiators, grills, pipes, etc that can be distracting for pupils with ASD.

All wet applied plaster finishes are to be hard. 

Generally the use of lightweight plasterboard wall finishes will not be permitted in areas accessible to pupils or heavy usage.  If a lightweight demountable partition system is required then WBP plywood must be screwed to appropriately sized studs and then covered with gypsum plasterboard (or other similar finish board) for decoration.

The completed facility must conform to the requirements of ‘Secured by Design - Schools 2010’.

The PA and class change system must be zoned so that areas occupied by more sensitive pupils will not disturbed by announcements and class change notifications meant for others in the school.  Choice of zones to be discussed and agreed with the school before adoption.

Any systems that make use of a swipe card e.g. door access control, library services, cashless catering etc. need to be compatible with the MIFARE standard.

The school has a general strong preference for solid panel doors but with a full-height DDA vision panel to the side.  This arrangement could also be components of a door-and-a-half opening with the vision panel being the lockable part.  Doors to be colour coded for different areas in the school to differentiate Key Stage Groups and functional areas; detail to be agreed with the school during consultation on FF&E.
All ‘panic buttons’ to be fixed at door head height (circa 1.9m) to inhibit false alarms from pupil operation

Any communications ducts within the school boundary must be able to carry services from any communications provider, e.g. not owned by BT
Annex 2 – School Area Data Sheets

40100A – CLASSROOM – RECEPTION


90100B – CLASSROOM – KS 1


140100C – CLASSROOM – KS 2


190100D – CLASSROOM – KS 3


240100E – CLASSROOM – KS 4


290805 – SHARED GROUP ROOM


330806 – STAFF PREPARATION ROOM


361001 – STORE – GENERAL


391002 – STORES – CHAIR & FURNITURE


421003 – STORES – PE


441004 – STORE – CLEANERS


461005 – STORE – FM (also occasional workshop)


490912 – TOILETS – PUPIL


520913 – TOILETS - STAFF


550914 – DISABLED TOILETS (Pupils or Staff)


580908 - KITCHEN STAFF CHANGING inc WC


610607 – CHANGING - STAFF


640608 – CHANGING - PUPILS


670903 – GENERAL OFFICE


700904 – PARENTS ROOM


730914A – MAIN ENTRANCE LOBBY


760914B – RECEPTION AREA


810915 – MEDICAL / NURSES ROOM


840917 – HEAD TEACHER’S OFFICE (Deputy HT Office same)


870918 – ASSISTANT HEAD TEACHER’S OFFICE


900602 – EXTERNAL STORE


920901 – MEETING ROOM


950902 – STAFF SOCIAL ROOM


980909 – PRODUCTION KITCHEN


1020910 – DINING AREA


1060701 – ASSEMBLY HALL – [MULTI-FUNCTION SPACE]


1100201 – FLEXIBILE SERVICED STUDIO


1140505 – MUSIC & MEDIA ROOM


1180506 – DESIGN & TECHNOLOGY


1220703 – LEARNING RESOURCE AREA


1251201 – CORRIDOR


1281202 – STAIRCASES – GENERAL


1310405A – FOOD TECHNOLOGY ROOM


1360405B – FOOD TECHNOLOGY AREA for KS1 & KS 2


1400408A – ART


1440408A – ART & DESIGN TECHNOLOGY for KS1 & KS 2


1470411 – KILN ROOM


1500609 – MUGA/BALL COURT


1531101 – EXTERNAL AREA – MAIN PLAY AREA


1561106B – EXTERANL AREA – CYCLE STORE AREA


158PLANT / FM / ICT


1581301 – PLANT ROOM


1611303 – FM OFFICE


1641305 – REFUSE / BIN STORE


1671307 – ICT STORE


1701308 – ICT TECHNICIAN OFFICE


1731309 – ICT MAIN SERVER ROOM


1761310 – ICT HUB ROOM




	0100A – CLASSROOM – RECEPTION

	
	Output
	Notes

	General 

	Function
	General Teaching Space for 8 pupils
	 

	Relationship to other spaces
	Adjacent to class rooms in the same progress stage and with direct access to a shared Small Group Room, external covered break out space, shared toilet, and General Teaching Resource store.  
	 

	Essential Requirements
	The space must be capable of use for whole group teaching or small groups to work together. The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming.  Capability for all pupils to face teacher.  Accessible for all pupils regardless of their physical and mental capability. The FF&E must be suitable for the age specific group it holds. A sink must be provided for science, Art & D&T as outlined in BB99.
Spaces, furniture and fittings to be selected and provided to allow flexibility in use and to respond to evolving teaching practice.

A stainless steel sink with drainer and associated refrigerator and storage for comestibles is to be provided for the preparation of snacks and small meals for pupils.

A Belfast fireclay sink is to be provided for the use of pupils undertaking art and the like projects.

Direct access to (shared) group/quiet room. 

Direct access to a covered external break out space, which may be shared with an adjacent classroom in the same progress group. 

Direct access, via a lobby, to appropriately sized toilet cubicles shared with the adjacent classroom within the same progress stage group. 

Direct access to a main circulation corridor via double or 1½ door opening.
Clear opening bi-fold doors with level threshold to external break-out/play area.
	

	Minimum Area (m2)
	50m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Combination of carpeted and impervious flooring to suit dry and wet play areas.
Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	Agree the different types of floor finish to be used in different areas of the room with the school.

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling
Hoists
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.

Hoists sufficient for primary children and to match existing.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors

	The duty for the bi-fold doors leading to the external play play-space must be taken as heavy as they will be constant use during the working day as well as acting as statutory means of escape.  

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0100B – CLASSROOM – KS 1

	Element


	Output
	Notes

	General 

	Function
	General Teaching Space for 8 pupils
	 

	Relationship to other spaces
	Adjacent to class rooms in the same progress stage and with direct access to a shared Small Group Room, external covered break out space, and shared toilet.  Close to General Teaching Resource store.  
	 

	Essential Requirements
	The space must be capable of use for whole group teaching or small groups to work together. The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming.  Capability for all pupils to face teacher.  Accessible for all pupils regardless of their physical and mental capability. The FF&E must be suitable for the age specific group it holds. A sink must be provided for science, Art & D&T as outlined in BB99.
Spaces, furniture and fittings to be selected and provided to allow flexibility in use and to respond to evolving teaching practice.

A stainless steel sink with drainer and associated refrigerator and storage for comestibles is to be provided for the preparation of snacks and small meals for pupils.

A Belfast fireclay sink is to be provided for the use of pupils undertaking art and the like projects.

Direct access to (shared) group/quiet room. 

Direct access to a covered external break out space, which may be shared with an adjacent classroom in the same progress group. 

Direct access, via a lobby, to appropriately sized toilet cubicles shared with the adjacent classroom within the same progress stage group. 

Direct access to a main circulation corridor via double or 1½ door opening.
	

	Minimum Area (m2)
	50m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.

Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	Agree the different types of floor finish to be used in different areas of the room as some will be allocated to wet play.

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling
Hoists
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.

Hoists sufficient for primary children and to match existing.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors


	The duty for the double doors leading to the external play play-space must be taken as heavy as they will be constant use during the working day as well as acting as statutory means of escape.  

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2

Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service  fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0100C – CLASSROOM – KS 2

	Element


	Output
	Notes

	General 

	Function
	General Teaching Space for 8 pupils
	 

	Relationship to other spaces
	Adjacent to class rooms in the same progress stage and with direct access to a shared Small Group Room, external covered break out space, and shared toilet.  Close to General Teaching Resource store.  
	 

	Essential Requirements
	The space must be capable of use for whole group teaching or small groups to work together. The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming.  Capability for all pupils to face teacher.  Accessible for all pupils regardless of their physical and mental capability. The FF&E must be suitable for the age specific group it holds. A sink must be provided for science, Art & D&T as outlined in BB99.
Spaces, furniture and fittings to be selected and provided to allow flexibility in use and to respond to evolving teaching practice.

A stainless steel sink with drainer and associated refrigerator and storage for comestibles is to be provided for the preparation of snacks and small meals for pupils.

A Belfast fireclay sink is to be provided for the use of pupils undertaking art and the like projects.

Direct access to (shared) group/quiet room. 

Direct access to a covered external break out space, which may be shared with an adjacent classroom in the same progress group. 

Direct access, via a lobby, to appropriately sized toilet cubicles shared with the adjacent classroom within the same progress stage group. 

Direct access to a main circulation corridor via double or 1½ door opening.
	

	Minimum Area (m2)
	54m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.

Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	Agree the different types of floor finish to be used in different areas of the room as some will be allocated to wet play.

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling
Hoists
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.

Hoists sufficient for primary children and to match existing.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors


	The duty for the double doors leading to the external play play-space must be taken as heavy as they will be constant use during the working day as well as acting as statutory means of escape.  

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2

Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service  fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0100D – CLASSROOM – KS 3

	Element


	Output
	Notes

	General 

	Function
	General Teaching Space for 9 pupils
	 

	Relationship to other spaces
	Adjacent to class rooms in the same progress stage and with direct access to a shared Small Group Room, and close to General Teaching Resource store.  
	 

	Essential Requirements
	The space must be capable of use for whole group teaching or small groups to work together. The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming.  Capability for all pupils to face teacher.  Accessible for all pupils regardless of their physical and mental capability. The FF&E must be suitable for the age specific group it holds. A sink must be provided for science , Art & D&T as outlined in BB99.
Spaces, furniture and fittings to be selected and provided to allow flexibility in use and to respond to evolving teaching practice.

A stainless steel sink with drainer and associated refrigerator and storage for comestibles is to be provided for the preparation of snacks and small meals for pupils.

A Belfast fireclay sink is to be provided for the use of pupils undertaking art and the like projects.

Direct access to (shared) group/quiet room. 

Direct access to a main circulation corridor via double or 1½ door opening.
	The school has yet to decide if a Belfast sink is required in this area in addition to the stainless steel sink.  Consult and agree with the school.

	Minimum Area (m2)
	50m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.

Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling
Hoists
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.

Hoists need to be similar to existing and  carry up to 272kg.  Need to be cross bar, floor to ceiling hoists
	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors


	The duty for the double doors leading to the external play play-space must be taken as heavy as they will be constant use during the working day as well as acting as statutory means of escape.  

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2

Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service  fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0100E – CLASSROOM – KS 4

	Element


	Output
	Notes

	General 

	Function
	General Teaching Space for 9 pupils
	 

	Relationship to other spaces
	Adjacent to class rooms in the same progress stage and with direct access to a shared Small Group Room and  close to General Teaching Resource store and general pupil toilet.  
	 

	Essential Requirements
	The space must be capable of use for whole group teaching or small groups to work together. The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming.  Capability for all pupils to face teacher.  Accessible for all pupils regardless of their physical and mental capability. The FF&E must be suitable for the age specific group it holds. A sink must be provided for science , Art & D&T as outlined in BB99.
Spaces, furniture and fittings to be selected and provided to allow flexibility in use and to respond to evolving teaching practice.

A stainless steel sink with drainer and associated refrigerator and storage for comestibles is to be provided for the preparation of snacks and small meals for pupils.

A Belfast fireclay sink is to be provided for the use of pupils undertaking art and the like projects.

Direct access to (shared) group/quiet room. 

Direct access to a main circulation corridor via double or 1½ door opening.
	The school has yet to decide if a Belfast sink is required in this area in addition to the stainless steel sink.  Consult and agree with the school.

	Minimum Area (m2)
	50m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.

Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling
Hoists
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.

Hoists need to be similar to existing and  carry up to 272kg.  Need to be cross bar, floor to ceiling hoists.
	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors


	The duty for the double doors leading to the external play play-space must be taken as heavy as they will be constant use during the working day as well as acting as statutory means of escape.  

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2

Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service  fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0805 – SHARED GROUP ROOM

	Element


	Output
	Notes

	General 

	Function
	Small  group room/break out space
	 

	Relationship to other spaces
	Immediately adjacent to classroom
	 

	Essential Requirements
	Small-group (or quiet) room must be capable of being used for staff working with one child or a small group of children with two adults. The room will be positioned between two class rooms allowing flexible use between each.  It is important the adjacent class rooms are not disturbed by activities in the group room.

The room will have an external wall, with windows providing natural daylight, ventilation and a view out, but without external access.

	The room will be additionally be used as a space for pupils to take ’time out’ from the adjacent class room when they are in a tense or distressed state.

	Minimum Area (m2)
	12m2
	 

	Third Party Use details
	As appropriate to the function of the room 
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.

Care should be taken when locating any joints to ensure that patterns that are likely to distract ASD students are avoided. 

Allow easy access to any under floor services without damaging the finish.
	

	Walls
	Exposed pipework, radiators and services containment will not be acceptable and must be concealed within the wall construction. 

The wall surface must be a smooth robust lightweight system and/or hard wet plaster finish masonry which is durable and easily repairable.

Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Splash-backs to sinks, food preparation areas etc must be single piece laminate not less than 600mm high – ceramic tiles must not be used as ASD pupils can become fixated on the pattern.

	Ceiling

	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
Ability to temporarily obscure the vision panel when required.
See Section 2.1.3.4 of Part 1 – Volume 1 for general requirements for internal doors


	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2

Refer to BB103 for particular requirements for heating in SEN schools.
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room should achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic criteria
	Highest indoor ambient noise level 35dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation  and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.  
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 



	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision, including power and data points, suitable wall space, etc. to be made to service  fixed, mounted multi-media projection facility in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section  2.3.13 of the Authorities Requirements.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0806 – STAFF PREPARATION ROOM

	Element


	Output
	Notes

	General 

	Function
	Flexible working, lesson preparation, meetings and resource storage for teaching staff.
	 

	Relationship to other spaces
	Adjacent to other subject rooms. 
	

	Essential Requirements
	Flexible, welcoming space with a layout that facilitates flexible ‘hot desk’ working and lesson preparation.  The space must be able to accommodate subject meetings and staff work.  Generous provision of display boards.   
	

	Minimum Area (m2)
	Minimum requirements to match BB98 but not less than 25m2
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	

	Walls
	Durable and easily repairable. Ability to display information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected in conjunction with the School.  Colour contrast in the room to allow for those with impaired sight and be compliant with DDA requirements.

	Ceiling
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings.  Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Possible need for dedicated power supply for photocopier – agree with user.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements
	 

	Availability of Audio Visual Infrastructure. 
	Provision of power and data points as per ICT schedule. and in accordance with the ICT provider’s requirements.  The room must be able to relay UK broadcast and terrestrial/digital television over the IP network.
	 

	Availability of Operational ICT Infrastructure. 
	See section 1 volume 1 section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1001 – STORE – GENERAL 

	Element


	Output
	Notes

	General 

	Function
	Storage
	 

	Relationship to other spaces
	Adjacent and/or close to teaching, learning and administrative spaces.
	 

	Essential Requirements
	Storage of classroom equipment, PE equipment, ICT equipment. consumables, resources and furniture, etc.
	Racking/shelving to be provided as appropriate to suit particular needs of function it serves.

	Minimum Area (m2)
	10m2
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the usage and needs of the space.
	 

	Walls
	Durable and easily repairable.  Surface treatment to benefit the acoustic and lighting performance of the room.
	

	Ceiling
	Generally light coloured ceilings in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.

See Section 2.1.3.1 of Part 1 – Volume 1 for general requirements for ceilings.

See Section 2.3.1 of Part 1 – Volume 1 for general requirements for building services.


	Where ceilings are to be of the exposed soffit type any joints or gaps must be concealed or filled.  Concrete soffits must be decorated with a proprietary obliterating finish that will conceal blow-holes, flash lines and the like.   


	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of cleaning equipment.  A minimum of one twin power socket outlet.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87. 
	

	
	
	

	Specialist lighting
	N/A
	

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	NA
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1002 – STORES – CHAIR & FURNITURE

	Element


	Output
	Notes

	General 

	Function
	Storage of equipment and furniture.
	 

	Relationship to other spaces
	Adjacent to other spaces where large numbers of chairs, tables (primarily for assembly and examination purposes) need to be deployed on an ad hoc basis.
	 

	Essential Requirements
	Capacity to store chairs, examination desks, and any other related equipment for assembly and exam use.
	 

	Minimum Area (m2)
	Minimum requirements to match BB98.  Must be sized to accommodate the anticipated storage requirement plus 10%
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	Finishes

	Floors
	Slip resistant, durable against the impact of equipment and furniture and easily repairable. 
	 

	Walls
	Light in colour, durable and easily repairable. 
	

	Ceiling
	 Light in colour, durable and easily repairable.
	

	
	
	

	Door 
	Durable and easily repairable. Self closing and lockable by staff members. 
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	Single 13 amp double switched socket outlet
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 



	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A
	 

	
	
	

	Other 

	PA and class change
	N/A
	 

	Other
	 
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1003 – STORES – PE 

	Element


	Output
	Notes

	General 

	Function
	Storage of equipment used for the teaching and practice of physical activities and sports.
	 

	Relationship to other spaces
	Immediately adjacent to other physical activity rooms and changing facilities.
	 

	Essential Requirements
	Capacity to accommodate the storage of all required sports equipment.
Access doors to be generously sized to permit the passage of large items of equipment.
	

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	Finishes

	Floors
	Slip resistant, durable against the impact of equipment and furniture and easily repairable. 
	 

	Ceilings
	Suspended ceiling not required but resulting soffit to be painted and exposed services protected.
	.

	Walls
	Light in colour, durable and easily repairable.
	

	
	
	

	Door
	Durable and easily repairable. Double width, self closing and lockable by staff members. 
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	Single 13 amp double switched socket outlet.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1004 – STORE – CLEANERS 

	Element


	Output
	Notes

	General 

	Function
	Storage of cleaning equipment and materials.
	 

	Relationship to other spaces
	Conveniently located for storage and use of equipment
	 

	Essential Requirements
	Capacity to store cleaning equipment, materials, and any other related products for use in all areas of the building. Must include proprietary cleaner’s sink.

Adjustable wall shelving on at least one wall dependent on size of the room 
	 

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable.
	

	Walls
	Durable and easily repairable.
	

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings.
	

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of cleaning equipment.  A minimum of one double switched socket outlet.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than 120 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	

	
	
	

	Specialist lighting
	N/A
	

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	NA
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1005 – STORE – FM (also occasional workshop)

	Element


	Output
	Notes

	General 

	Function
	Storage of equipment, furniture, and building fabric spares
	 

	Relationship to other spaces
	Easy access to main school functions
	 

	Essential Requirements
	Capacity to store equipment, small hand tools, spares to maintain the building fabric and building services.
	 Also to have the capacity to operate as a well lit workshop space that can be used for the repair and maintenance of the building and related facilities.  Space able to accommodate a robust fixed workbench with multi-purpose vice, small pillar drill, storage and shelving.  

	Minimum Area (m2)
	10
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the plant to operate satisfactorily

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring and easily maintainable.  
	 

	Walls
	Durable and easily repairable.  
	

	Ceiling
	Light coloured ceilings.
	 

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to prevent unauthorised access.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	As required to support cleaning equipment and charging of battery powered tools.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level.  
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	

	PA and class change
	Must be audible
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0912 – TOILETS – PUPIL

	Element


	Output
	Notes

	General 

	Function
	Grouped cubicle toilet facilities.
	 

	Function
	Hygiene and toilet facilities.
	 

	Relationship to other spaces
	Adjacent to main circulation spaces as agreed plans.
	 

	Essential Requirements
	To provide toilet and hand washing facilities for pupils of either gender with an adequate degree of privacy but must be designed to limit the potential for bullying and/or bad behaviour.  Number and position of cubicles and toilets to be agreed with the School and the Authority.
Generally follow the DCSF guidance document “Standard specifications, layouts and dimensions – toilets in schools – Document 3” 
Cubicle systems, vanitory units, sanitary ware, and hand dryers should be of a duty able to sustain aggressive misuse.

Splash backs to be continuous behind the range of basins and made in a single piece laminate panel and not ceramic tiles.

The toilet may be fitted with a DDA compliant cubicle (if not provided separately elsewhere) if desired to provide compliance with Building Regulations.

All waste and water supply pipework is to be concealed.  Where despite best endeavours this is not possible all exposed pipework and associated fittings is to be made in stainless steel and robustly fixed. 
Infra-red control of taps required to prevent them being left and blocked sinks being left to overflow.
	For Reception and KS 1 low height cubicle partitions to be provided.  For KS 2 pupils and above full height, i.e. floor to ceiling cubicle partitions are to be provided.  Each cubicle will have a dedicated ventilation system. 

	Minimum Area (m2)
	Minimum requirements to match BB98
	Generally follow the DCSF guidance document “Standard specifications, layouts and dimensions – toilets in schools” for space standards

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant sewage and drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	Finishes

	Floors
	Slip resistant, durable and easily repairable.  Water resistant.
	

	Walls
	Light in colour, durable and easily repairable. Water resistant.
	

	Ceiling
	Light in colour, durable and easily repairable.
	

	
	
	

	Door 
	Light in colour, durable and easily repairable. Self closing and lockable by staff members. 
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required.
	Low noise hand dryer required.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required.
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  



	
	
	

	Power. A sufficient and safe electrical supply.
	Not in the space but closely adjacent outside to power cleaning equipment.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101 with a room air change rate of 6 to 8 per hour.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0913 – TOILETS - STAFF

	Element


	Output
	Notes

	General 

	Function
	Hygiene and toilet facilities.
	 

	Relationship to other spaces
	Adjacent to main circulation spaces as agreed on the plans.
	 

	Essential Requirements
	To provide toilet and hand washing facilities for staff of either gender with an adequate degree of privacy.  Number and position of cubicles and toilets to be agreed with the School and the Authority.
Generally follow the DCSF guidance document “Standard specifications, layouts and dimensions – toilets in schools – Document 3” 

Splash backs to be continuous behind the range of basins and made in a single piece laminate panel and not ceramic tiles.

The toilet may be fitted with a DDA compliant cubicle (if not provided separately elsewhere) if desired to provide compliance with Building Regulations.

All waste pipework from basins is to be concealed.

Water supply pipework generally is to be concealed.  Where despite best endeavours this is not possible all exposed pipework and associated fittings is to be made in stainless steel.  
	

	Minimum Area (m2)
	Minimum requirements to match BB98
	Generally follow the DCSF guidance document “Standard specifications, layouts and dimensions – toilets in schools – Document 3” for space standards

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant sewage and drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	Finishes

	Floors
	Slip resistant, durable and easily repairable with coved skirting.  Water resistant.
	 

	Walls
	Light in colour, durable and easily repairable. Water resistant.
	 Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light in colour, durable and easily repairable.
	

	Door
	Light in colour, durable and easily repairable. Self closing and lockable by staff members. 
	 

	
	
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required.
	Low noise hand dryer required.

	
	
	

	
	Required.
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  



	
	
	

	Power. A sufficient and safe electrical supply.
	Not in the space but closely adjacent outside to power cleaning equipment.
	

	
	
	

	Specialist power.
	N/A
	

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101 with a room air change rate of 6 to 8 per hour.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87. 
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0914 – DISABLED TOILETS (Pupils or Staff)

	Element


	Output
	Notes

	General 

	Function
	Hygiene and toilet facilities.
	 

	Relationship to other spaces
	To meet Building Regulations requirements for maximum travel distances
	 

	Essential Requirements
	Compliance with Building Regulations Part M in design and function.

To provide toilet and hand washing facilities for pupils and staff of either gender with an adequate degree of privacy.  Location of toilets to be agreed with the School and Authority.  The basin and toilet is to be at wheelchair height, with supports located such that there can be a helper at either side.
Refer to guidance in Building Bulletin 102 –. Designing for disabled children and children with special educational needs.

User assistance alarm signal to be directed to Reception, FM, and the General Office.

Splash backs to be continuous behind the range of basins and made in a single piece laminate panel and not ceramic tiles.

All waste and water supply pipework is to be concealed.  Where despite best endeavours this is not possible all exposed pipework and associated fittings is to be made in stainless steel and robustly fixed. 

Infra-red control of taps required to prevent them being left and blocked sinks being left to overflow.
	 

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant sewage and drainage system.

	The area must be served by an operational security system.

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Slip resistant, durable and easily repairable.  Water resistant with a coved skirting.
	

	Walls
	Light in colour, durable and easily repairable. Water resistant.
	Allow for light coloured walls - Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light in colour, durable and easily repairable.
	

	Door
	Light in colour, durable and easily repairable. Self closing and lockable by staff members, providing adequate emergency access to the toilet whilst preserving the privacy of users. 
	

	
	
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required.
	Low noise hand dryer required.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required.
	

	Availability of drinking water.
	Required.
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  



	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of cleaning equipment. Can be a power socket outlet outside but very close to the space.
	

	
	
	

	Specialist power.
	N/A
	

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101 with an air change rate of 6 to 8 litres per hour.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	

	ICT

	Telecom points
	N/A
	

	Availability of Audio Visual Infrastructure. 
	N/A.
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	

	Other
	 
	

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0908 - KITCHEN STAFF CHANGING inc WC

	Element


	Output
	Notes

	General 

	Function
	Kitchen staff changing area for up to 8 persons
	 

	Relationship to other spaces
	Immediately adjacent to the production kitchen.
	 

	Essential Requirements
	Small area for kitchen staff to change from street clothes to working cloths.  Secure facilities (lockers) to store cloths and personal effects during the working day.

Single WC off changing area for exclusive use of kitchen staff.
	 

	Minimum Area (m2)
	As agreed with the school but not less than 10m2
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring, Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	 

	Walls
	Durable and easily repairable. Surface treatment to benefit the acoustic and lighting performance of the room.
	Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.Heavy duty with a hygienic finish that avoids the accumulation of dirt.

	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletins 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of general and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0607 – CHANGING - STAFF

	Element


	Output
	Notes

	General 

	Function
	Changing and washing facilities for staff.
	 

	Relationship to other spaces
	Easy access to sports and physical activity spaces.
	 

	Essential Requirements
	Separate male and female changing rooms, flexible use facilities.  Individual cubicle shower facilities for both genders with internally locking doors. Cubicles are to be of sufficient depth, i.e. a flat area in-front of the shower tray, where a user can dry themselves and change without having to step outside the cubicle.  Separate toilet facilities.

Hooks and support construction for hanging bags and clothing to be robust and appropriate for heavy duty usage.
	

	Minimum Area (m2)
	As agreed with the school.
	 

	Third Party Use details
	As appropriate for the function of the area.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant sewage and drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’ 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Slip resistant, durable and easily repairable.  Water resistant with coved skirting at floor/wall interface.
	

	Walls
	Light in colour, durable and easily repairable. Water resistant with anti-fungal paint.
	

	Ceiling
	Light in colour, durable and easily repairable.  Water resistant.
	

	
	
	

	Door 
	Light in colour, durable and easily repairable. Self closing and lockable by staff members.   Water resistant.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	Paper towel dispenser and hand dryer required.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of general and cleaning equipment.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.  Ventilation of shower areas and extraction of moist air to be considered, with an air change rate of 6 to 8 litres per hour.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at floor surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0608 – CHANGING - PUPILS

	Element


	Output
	Notes

	General 

	Function
	Changing and washing facilities for pupils.
	 

	Relationship to other spaces
	Adjacent to sports and physical activity spaces.
	 

	Essential Requirements
	Separate male and female changing rooms, flexible use facilities.  Individual cubicle shower facilities for both genders with internally locking doors. Cubicles are to be of sufficient depth, i.e. a flat area in-front of the shower tray, where a user can dry themselves and change without having to step outside the cubicle.  Separate toilet facilities.  Provision of at least one (WC) toilet for each gender to be accessible without having to enter the changing rooms which may be locked for security reasons.

Hooks and support construction for hanging bags and clothing to be robust and appropriate for heavy duty usage; agree type, number and spacing with the school before adoption. 
	

	Minimum Area (m2)
	See Area Schedule in Annex 1.
	 

	Third Party Use details
	As appropriate for the function of the area.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant sewage and drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’ 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Slip resistant, durable and easily repairable.  Water resistant with coved skirting at floor/wall interface.
	

	Walls
	Light in colour, durable and easily repairable. Water resistant with anti-fungal paint.
	 Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light in colour, durable and easily repairable.  Water resistant.
	

	
	
	

	Door 
	Light in colour, durable and easily repairable. Self closing and lockable by staff members.   Water resistant.
	 Doors to shower cubicles to be robust, water proof and opaque

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	Low noise hand dryer required.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of general and cleaning equipment.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.  Ventilation of shower areas and extraction of moist air to provided with a room air change rate of 6 to 8 per hour.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at floor surface level, in accordance with BB87
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0903 – GENERAL OFFICE

	Element


	Output
	Notes

	General 

	Function
	Administration
	 

	Relationship to other spaces
	Centrally located and close to the Head Teachers office and Reception Area.
	 

	Essential Requirements
	The resulting environment must be consistent with the objective of creating a space that is attractive and welcoming to staff who will work in it on a day to day basis.  It must be able to accommodate all the usual FF&E associated with supporting the administrative functions of a busy school whilst still providing good circulation for staff using the area.  The room, or rooms, must have good natural daylight and be able to passively observe the building Reception / Entrance.

A package kitchenette with storage cupboards, hot drink making facilities, a refrigerator, sink, and draining board is to be provided.
	If more than one General Office space is provided only one kitchenette unit is required.

	Minimum Area (m2)
	Minimum requirements to match BB98 
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	

	Walls
	Durable and easily repairable. Ability to display information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected in conjunction with the School.  Colour contrast in the room to allow for those with impaired sight and be compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the room’s use. Must enable easy access to services and fittings. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Possible need for dedicated power supply for photocopier – agree with user.
	 If more than one General Office space is provided only one needs to accommodate a photocopier.

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0904 – PARENTS ROOM

	Element


	Output
	Notes

	General 

	Function
	Parents resource room/office/meeting
	 

	Relationship to other spaces
	Adjacent to other offices and administration areas and main reception
	 

	Essential Requirements
	The environment to be consistent with the objective of creating a resource space that is calm, welcoming, and non-confrontational.  The room must have natural lighting.  It should be designed to be flexible, with comfortable seating a small meeting table and a desk with internet and telephone connectivity.

	

	Minimum Area (m2)
	14m2
	 

	Third Party Use details
	As appropriate to the function of the room
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	

	Walls
	Durable and easily repairable. Ability to display information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected in conjunction with the School.  Colour contrast in the room to allow for those with impaired sight and be compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the room’s use. Must enable easy access to services and fittings. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Possible need for dedicated power supply for photocopier – agree with user.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0914A – MAIN ENTRANCE LOBBY

	Element


	Output
	Notes

	General 

	Function
	To allow ready access whist preserving the internal environment of the school.
	 

	Relationship to other spaces
	Link between main external entrance path to Reception Area
	 

	Essential Requirements
	Mat-well with proprietary durable entrance mat to inhibit the transference of dirt and moisture into the building.  Must provide level access for disabled users.

It must be glazed in a system to “security” standards and of sufficient strength to resist penetration from heavy tools and equipment.
	The lobby should be located so a clear line of site is available between the Reception Desk and those using the lobby.  In the instance of this not being achievable provide alternative means of surveillance such as a CCTV camera and/or VideoCom device.   

	Minimum Area (m2)
	N/A
	 

	Third Party Use details
	As appropriate for the function of the space.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Durable and slip resistant.  Matwell with proprietary durable entrance mat to inhibit the transference of dirt and moisture into the building.  The entrance mat must be easily removable for cleaning, repair or replacement. This assembly must provide easy and level access for disabled users.  
	 

	Walls
	Durable and easily repairable. 
	

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the space.
	

	
	
	

	Door
	Suitably secure and robust glazed doors that can accommodate the daily movement of school users, particularly at peak times of school start and finish.  Outer door with automatic ‘sensor’ opening with override to hold open when desired.  Fully DDA compliant.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	N/A
	

	
	
	

	Specialist power.
	Sufficient and appropriate power supply for operation of doors, door access system, security systems and lighting,  
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than 150 lux at floor level, in accordance with BB87.  
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A  
	

	
	
	

	Specialist mechanical installations
	N/A
	

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	0914B – RECEPTION AREA

	Element


	Output
	Notes

	General 

	Function
	Reception for and front of house administration of the School
	 

	Relationship to other spaces
	Adjacent to main entrance and not be isolated by being an extension of the General Office.
	 

	Essential Requirements
	The resulting environment must be consistent with the objective of creating a space that is welcoming, and non-confrontational.  It must reflect the specialism of the school. It must be as spacious as possible to facilitate calm and orderly student movement and mingling in a relaxed environment. No “bottle necks” must be created and points where student flows converge must be avoided.  It should provide maximum opportunities for display of students work in a variety of media. There should also be secure notice boards.
Signage for way-finding should be obvious and clear.  Digital signage is to be provided in a prominent position (see ICT below).

Display the Main Fire Alarm Panel in a prominent place but not intrusively.  [NB A mimic Fire Alarm panel must also be provided in the FM office.]

The reception desk design and location should be fully DDA compliant, obvious and readily accessible; it should be able to comfortably accommodate two seated staff members and have a clear and uninterrupted view of the main entrance so that passive control of visitor access to the school buildings can be exercised.  The space in and around the desk must accommodate administration equipment.  A VideoCom system (or similar image transfer system) connection must be installed between entrance door, entrance gate(s) to the site, and the Reception desk which must also support remote operation of all of these.  Supporting CCTV signals, for the facility as a whole, are to be made available at the Reception desk if required by the school.

Small seating area for waiting visitors.

Close and easy access to a “tea-point”
	A well designed and attractive Reception is deemed by the school as being an essential component of the character of the new school.  The Reception desk is expected to be of bespoke design reflecting the specialism and inclusive character of the school.  With the Reception desk being adjacent to the main entrance it will be expected that the latter (main entrance) is lobbied to prevent loss of environmental conditions in the lobby area when users are entering or leaving the building.

The school wish to install a large fish tank (supplied at the schools expense) in the Reception area as a focal point of interest and the power, water supply and drainage must be provided to support it.  Consult with the school on position, size and service requirements.      

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate to the function of the room 
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
Entrance mat (in mat well) behind the main entrance door to limit dirt being brought into the building.
	

	Walls
	Durable and easily repairable. Ability to display information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected in conjunction with the School.  Colour contrast in the room to allow for those with impaired sight and be compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the room’s use. Must enable easy access to services and fittings. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
Heavy duty with a finish resilient to marking and that avoids the accumulation of dirt.
Automatic operation by sensors on both sides of the main entrance door(s) that can be independently disabled from the Reception Desk to support the degree of security required by the school at any time.  Door capable of being held open when required.
Entrance lobby to at the main entrance door(s) to preserve environmental conditions in the Reception area.  
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Possible need for dedicated power supply for photocopier – agree with user.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	In accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Provision for digital signage device in accordance with the ICT provider’s requirements.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements. 
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0915 – MEDICAL / NURSES ROOM

	Element


	Output
	Notes

	General 

	Function
	Medical first aid assistance
	 

	Relationship to other spaces
	On the ground floor and close to the general administration area.  Close to single WC.
	 

	Essential Requirements
	Simple meeting space for visiting services/counselors’/Health Visitors and interviews.  Comfortable area for sick children, staff and visitors.
Rest ”sofa” to be provided where patients can lay full length.

Secure storage provision for medication and First Aid supplies.

Stainless steel sink with draining board with small refrigerator under.
	

	Minimum Area (m2)
	Minimum requirements to match BB98
	

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design – Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	 

	Walls
	Durable and easily repairable. Ability to display information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Laminate splash back for sink area.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	Sink and paper towel dispenser required. 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	Highest indoor ambient noise level 45dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0917 – HEAD TEACHER’S OFFICE (Deputy HT Office same)

	Element


	Output
	Notes

	General 

	Function
	Office for Head Teacher leading and managing the School
	 

	Relationship to other spaces
	Close to main administration areas and straightforward access by visitors.
	 

	Essential Requirements
	Good sized room that can accommodate normal functions of a Head Teacher and able to have ‘across the desk’ meetings with up to three adults.  Directly adjacent to accommodation for PA Office and Meeting Room.

Glazed screen (with internal blinds) into the corridor for maximum passive supervision.
	

	Minimum Area (m2)
	As agreed with the school but not less than 12m2
	 

	Third Party Use details
	To Schools requirements
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  
	Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  For example an exposed concrete soffit would provide a passive means to pre cool the room over night.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0918 – ASSISTANT HEAD TEACHER’S OFFICE

	Element


	Output
	Notes

	General 

	Function
	Office for 3 Number Assistant Head Teachers managing the School
	 

	Relationship to other spaces
	Close to main administration areas and straightforward access by visitors.
	 

	Essential Requirements
	Good sized room that can accommodate normal functions of a Senior member of the teaching staff.  Closely adjacent to Meeting Room.

Continuous non-dedicated perimeter ‘hot-desk’ benching for use by seated users – benching to be approximately 600mm deep and at normal desk height above the floor.
	

	Minimum Area (m2)
	As agreed with the school but not less than 20m2
	 

	Third Party Use details
	To Schools requirements
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  
	Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  For example an exposed concrete soffit would provide a passive means to pre cool the room over night.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0602 – EXTERNAL STORE

	Element


	Output
	Notes

	General 

	Function
	Storage of equipment used for the teaching and practice of physical activities and sports.
	 Can be a small independent enclosed and lockable structure.

	Relationship to other spaces
	Adjacent to external play areas.
	 

	Essential Requirements
	Capacity to enable the storage of all required loose sports and play equipment.

	NB Possibly provide an internal room close to KS 1 and KS 2 with immediate access to the outside play areas.

	Minimum Area (m2)
	As agreed with the school
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  
	

	Walls
	Durable and easily repairable. 
	

	Ceiling
	N/A
	

	
	
	

	Door 
	Hard-wearing and lockable with manual digital lock.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	N/A
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	N/A
	

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	0901 – MEETING ROOM

	Element


	Output
	Notes

	General 

	Function
	Room for formal/informal meetings and training
	 

	Relationship to other spaces
	Easily accessible quiet location.
	 

	Essential Requirements
	The environment must be consistent with the objective of creating a space that is calm and welcoming.

The room must have the capacity for natural lighting though this could be borrowed.  The room must be of adequate size to accommodate minimum 8 people (seated) around a single table.
	

	Minimum Area (m2)
	10
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  
	Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  For example an exposed concrete soffit would provide a passive means to pre cool the room over night.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The glare index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0902 – STAFF SOCIAL ROOM

	Element


	Output
	Notes

	General 

	Function
	Large space for teaching staff to prepare snacks, socialise, and relax with colleagues.
	 

	Relationship to other spaces
	In a quiet but still readily accessible location with good external views.  Close to male and female WCs
	 

	Essential Requirements
	The space must be able to accommodate a large number of teaching staff in a comfortable and informal setting.  Attractively decorated with soft furnishing, e.g. easy chairs accompanied by low tables designed/arranged in a “non-institutional” manner.
Allowance for limited hot desk working.

“Pigeon hole” provision for staff internal/external mail.

Good sized kitchen with storage cupboards for utensils and some dry food storage, double sink with draining board, refrigerator,  2 No electric ‘hotplates’, built-in microwave oven (minimum 25litres),  dishwasher.
Bank of lockers for staff personal effects.

 
	

	Minimum Area (m2)
	58
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’.

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring, Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Water resistant area adjacent to kitchenette. 
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings.. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0909 – PRODUCTION KITCHEN

	Element


	Output
	Notes

	General 

	Function
	Storage, preparation, and delivery of food for pupil, staff, visitors, and community dining.
	 

	Relationship to other spaces
	Immediately adjacent to the Dining Area, delivery yard, and bin/waste store.
	 

	Essential Requirements
	a) To be suitable for the hygienic, safe preparation and storage of food.   To facilitate the preparation and delivery of meals for pupils, staff and visitors.  To be able to produce and deliver the number of hot and cold meals within the timescale required by the school.  The kitchen must be appropriately sized to enable adequate storage of food and equipment.  The servery must be fitted with a secure shutter and be a minimum of 5m long to provide a minimum of 3 serving positions.

b) Dry food storage space must be generous in a dedicated room immediately off the kitchen preparation area.

c) The working kitchen area must be supported by a small office (for the Catering Manager), male and female changing rooms, and dedicated toilet. [See specific ADSs.]

d) All exposed distribution pipework and associated fittings must be made in stainless steel.

e) Main utility services such as gas, power, and water must not be exposed under any circumstances  
	Kitchen area to be separated from the Dining Hall by means of a fire rated shutter that will close on initiation of the fire alarm.

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant drainage system.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Allow easy access to any underfloor services without damaging the finish.

See Part 1 – Volume 1 Clause 2.1.3.3  for general guidance on required floor performance.
	 

	Walls
	Durable and easily repairable; continuous PVCu surface with welded joints to be provided in lieu of ceramic tiles. Any applied finishes must be resistant to aggressive cleaning chemicals and be resistant to bacterial and/or fungal growth.  Surface treatment to benefit the acoustic and lighting performance of the room.

	

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. The material and finish used to make the ceiling must be appropriate for use in commercial production kitchens and similar areas of high humidity and temperature. It must be resistant to aggressive cleaning chemicals and be resistant to bacterial and/or fungal growth.  Voids created by use of suspended ceilings must be resistant to ingress and support of vermin and must enable easy access to services and fittings.  Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required.
	Separate sink and paper towel dispenser to be provided for staff hand washing..

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required.
	

	Availability of drinking water.
	Required.
	 

	Constant and safe supply of gas.
	Constant and safe supply of gas.  Installation must be provided in accordance with the appropriate and current regulations.  Manual gas shut off near main access door.  
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Power to specialist catering equipment with emergency shut off.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Specialist air extraction equipment to be provided to prevent steam, fumes and smoke building up in the area.  Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19.  The fittings must be suitable for a commercial kitchen environment and be easily cleanable.   
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	Highest indoor ambient noise level 50dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	Specialist extraction units.
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0910 – DINING AREA

	Element


	Output
	Notes

	General 

	Function
	Area for serving and consumption of food from the production kitchen.
	 

	Relationship to other spaces
	Immediately adjacent to the production kitchen and servery.  Immediately adjacent to the ‘assembly hall’ area from which it will be separated by a full height folding sliding acoustic screen which when open creates a single large space for whole school assembly and indoor sports activity.
	 

	Essential Requirements
	The resulting environment must be consistent with the objective of creating a space that is welcoming and multi-functional  The internal height must be maximised so that the space does not become oppressive and serves the sports use as a basketball / netball court when connected to the adjacent assembly hall area.

This space must have the capacity to serve all pupils, teachers, and possibly visitors requiring a hot or cold meal and must allow for easy supervision of pupils. It must accommodate a fixed servery interface with the kitchen.  The servery must be of a size (length suggested is 5m as a minimum) to accommodate at least 3 serving locations.  The servery height must be able to accommodate diners in wheelchairs although not necessarily for its full length.

The dining area must have easy and uninhibited access to an external dining space..  There must also be provision for  recycling cans, foils, plastics etc. within the space.  Permanent hydration point to be provided in accessible location.

The space must not be compromised by an unstructured and unresolved queuing strategy which must be detailed in the Contractors CP’s.

The queuing strategy for diners (predominantly pupils) must be a fully resolved component of the design solution for the space.  The solution must be as ‘passive’ as possible, requiring a minimum of management input to make it work effectively and efficiently.  The character and quantity of any necessary FF&E must be identified as part of the solution. 
	The servery shutter must be fire rated and close on initiation of the fire alarm.

	Minimum Area (m2)
	Minimum requirements to match BB103 
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring, Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   Joints between different finishes must be level and flush.

See Part 1 – Volume 1 Clause 2.1.3.3  for general guidance on required floor performance.
	The multi-functional use of the area must be addressed when selecting the type of floor finish to be installed.  The preference of the Authority is for timber laminate with the capacity to be refinished at least three (3) times during its life, but other finishes will be considered if presented by the Contractor 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	Required – hydration point
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	Feature lighting to be provided.
	 

	Acoustic Criteria
	Highest indoor ambient noise level 45dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93.

Sound field amplification required and/or induction loop for hearing impaired users.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0701 – ASSEMBLY HALL – [MULTI-FUNCTION SPACE]

	Element


	Output
	Notes

	General 

	Function
	Assembly, performances, community use, students’ PE, sports and activity
	 

	Relationship to other spaces
	Adjacent to main entrance and circulation spaces, changing rooms, equipment and furniture stores and external recreation area.  Immediately adjacent to the Dining Area from which it can be separated by a full height folding sliding screen with good acoustic qualities.
	 

	Essential Requirements
	Multifunctional hall that avoids conflict between assembly, sport, PE, performance and ASD requirements

Uplifting and energising atmosphere

Accommodate a range of sports and other physical activities

Suitable for PE teaching and exercise

Sports areas to be set out to Sports England standards unless otherwise agreed with the School

Proportions that are suitable for the wide range of user groups

Glare free lighting

Artificial lighting that can be raised or lowered to serve different usage.

Large (70”) remotely controlled LCD TV/screen.  Protected when the space is being used for sports.

Ability to accommodate stage and audio visual performances and presentations with appropriate acoustic qualities.
	

	Minimum Area (m2)
	200
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring, Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   Joints between different finishes must be level and flush.

See Part 1 – Volume 1 Clause 2.1.3.3  for general guidance on required floor performance.
	The multi-functional use of the area must be addressed when selecting the type of floor finish to be installed.  The preference of the Authority is for timber laminate with the capacity to be refinished at least three (3) times during its life, but other finishes will be considered if presented by the Contractor 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
Acoustic attenuation qualities  of the folding sliding screen to meet requirements of BB93 
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The glare index shall not exceed 19.  Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. 
	

	
	
	

	Specialist lighting
	Bespoke performance lighting and set/stage rig/lighting with interface to ICT devices
	

	Acoustic Criteria
	Target highest indoor ambient noise level 35dBL(Aeq, 30min), target Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. Sound field amplification required and/or induction loop for hearing impaired users.
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0201 – FLEXIBILE SERVICED STUDIO

	Element


	Output
	Notes

	General 

	Function
	Specialised teaching space for the teaching and learning of science and life sciences
	 

	Relationship to other spaces
	Off main circulation route and close to other specialist teaching and learning areas
	 

	Essential Requirements
	Secure storage for chemicals and equipment. 

It will provide spaces for up to 8 pupils with a teacher and an assistant.  Individual benches surrounding service hubs, water and power are to be provided in the centre of the room.  Power and water to be provided for fixed benching along an edge.  

Some of the benches are to be variable height. Fixed bench to be provided with three laboratory sinks. Some equipment will require especially adapted fittings.

There should be adequate storage with low level lockable cupboards and wall mounted cupboards and shelving. 

Area for a teacher’s demonstration bench, served with power and water, with a Interactive whiteboard, together with fridge freezer, electrical cooker/hub and microwave. 

There should be clear sight lines and easy access around units. There needs to be additional circulation space and clearance between work stations to minimise interference and situations that promote conflict.
The space must be capable of use for whole group teaching or small groups of work together.  The resulting environment must be consistent with the objective of creating a space that is calm, welcoming, and non-confrontational.  
The environment will provide easy access to emergency cut-out controls on services 


	

	Minimum Area (m2)
	45
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  
	

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required 
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0505 – MUSIC & MEDIA ROOM

	Element


	Output
	Notes

	General 

	Function
	Teaching of music and use of sound medias.
	 

	Relationship to other spaces
	Large space with recording studio facility within it.
	 

	Essential Requirements
	It will be a flexible space to accommodate loose tables, free standing instruments and a range of equipment, as well as props, light and sound equipment. It should allow for a range of environments to be created using appropriate texture and materials with a blackout curtain to at least over windows and doors openings achieving cover of at least two walls.  Blackout blinds to windows as well. 

Storage of instruments/floor matting and sound recording equipment to be appropriately provided
The space will be designed to ensure that people to hear sounds clearly without distraction and with suitable enhancement by the room acoustic.  Sound insulation, to avoid disturbance from external areas, the playground and the other rooms.  Conversely noise generated from within the music room should not disturb neighbouring activities as far as it is practicably possible.
It will have a sound proof window and door to a small (integrated) recording room/studio that can accommodate at least a teacher and two pupils.
Reference to guidance in Building Bulletin 86 - Music Accommodation in Secondary Schools.
	

	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the particular acoustic and usage needs of the space.  
	 

	Walls
	Durable and easily repairable.  Ability to display work and information with ease.  Surface treatment to benefit the acoustic and lighting performance of the room.
	Allow for light coloured walls - Colours to be selected with School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Ceiling to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.   “Acoustic” quality fitted with proprietary drop down seal required to enhance sound attenuation.

Door into Recording Studio also of this quality.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0506 – DESIGN & TECHNOLOGY

	Element


	Output
	Notes

	General 

	Function
	Teaching and learning of design & technology for KS 3 and KS 4 pupils being taught in groups of 8 or 9
	 

	Relationship to other spaces
	Close to other specialist facilities
	 

	Essential Requirements
	• easy access for installation of heavy equipment and delivery of materials 

• an interactive whiteboard (possibly a touch screen device on lieu of an IWB – to be discussed and agree wit the school) with space around for group work
• seating area for design/written working
• perimeter benches with bench-mounted machines with at least some part being height adjustable; storage underneath
• some storage units lockable for tools, equipment, materials and consumables
• two sinks housed in the benching (at least one to be adjustable height)

• floor-mounted machinery at the perimeter

• free standing workbenches (including some height adjustable) providing access to a vice for each child

• areas for safe display of children’s work to celebrate their achievements

• dust-free areas (possibly a separate space) for ICT/CAD-CAM and design

work.
	NB General equipment required by the school to support the space is as follows.  The final list of equipment to be provided is to be agreed with the school:
· Bandsaw
· Pillar drill (floor standing)

· Disc sander (12”)

· Polishing (linisher)/ grinding wheel

· Vacuum former

· Metal working lathe

· Wood turning lathe

· Spindle moulder

· Mitre saw

· Table saw (12”)

· Hand held router

· Hand held sanding machines

· Table top enamelling kiln

CNC equipment:

· 3D router

· Laser cutter

· Vinyl



	Minimum Area (m2)
	Minimum requirements to match BB98
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Allow easy access to any under-floor services without damaging the finish.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area, easy clean of a material and extent appropriate for location.
	 Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	 

	Constant and safe supply of gas.
	Required
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Possible need for 3-phase supply to support specific items of machinery (discuss and agree with the school)
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
Dedicated dust extraction to be provided to all equipment that will be used to machine wood based materials. 
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0703 – LEARNING RESOURCE AREA

	Element


	Output
	Notes

	General 

	Function
	For KS 3 and KS 4 pupils to support vocational provision
	 

	Relationship to other spaces
	Centrally located within the school and close to main circulation routes.
	 

	Essential Requirements
	A good sized area for skill learning for older pupils and preparing them for the workplace outside the school environment.
Must be able to accommodate a group of 10/12 pupils (with accompanying staff)  learning together.

Furniture to be a mixture of ‘standard’ classroom furniture with some low-level easy chairs and low tables.

Appropriate racking for books, CDs, DVDs, etc.
Benching to accommodate approximately 6 No hard wired PCs for accessing information/data on the Internet; attached to local printer and scanner

 
	

	Minimum Area (m2)
	45
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Allow easy access to any under-floor services without damaging the finish.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area, easy clean of a material and extent appropriate for location.
	 Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	Large (40 -55”) LCD touch screen with SMART television capability.
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1201 – CORRIDOR 

	Element


	Output
	Notes

	General 

	Function
	Circulation
	 

	Relationship to other spaces
	Links between all areas and means of access.
	 

	Essential Requirements
	To be as generous as possible to facilitate calm and orderly student movement, without confrontation. To provide for easy and unhindered movement around the school.  
As a minimum, corridors need to be 2.4m wide to allow for ease of movement and in response to the special needs of students with ASD.  Consideration should be given to those students who will navigate by tracing their fingers along the walls.

There are to be no “bottle necks” or points where student flows converge. 
Opportunities for display of students work and secure notice boards to be agreed with the School   Signage for way-finding should be obvious and clear.  


	

	Minimum Area (m2)
	As agreed with the school
	 

	Third Party Use details
	As appropriate to the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’ 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.  Allow easy access to any underfloor services without damaging the finish.
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area, easy clean of a material and extent appropriate for location.
	 Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes. 

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT), in accordance with BB93.
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1202 – STAIRCASES – GENERAL 

	Element


	Output
	Notes

	General 

	Function
	staircases to all floors.
	 

	Relationship to other spaces
	Serving main circulation routes.
	 

	Essential Requirements
	The staircase dimensions must be as generous as possible within the building constraints to facilitate maximum bi-directional flow capacity at times of peak usage..  The design must compliment and be integrated into the areas they serve.

See Part 1 – Volume 1 – Section 2.1.3.1 for general requirements for staircases.
	The staircase location must not inhibit the general flow of building users on the floors it services.

	Minimum Area (m2)
	N/A
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system, National Council of Security Systems. 

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant stair treads and landings.  Colour contrast nosings.  Should be easily maintainable.
	

	Balustrade
	The balustrade must be fully Building Regulations compliant but remain “open and light” in appearance.  

Agree design details with the Authority in good time before fabrication and installation.

See Part 1 – Volume 1 – Section 2.1.3.1 for general requirements for staircases.
	

	Ceiling
	Soffits to staircases must be fully closed in.
	 

	
	
	

	Door 
	N/A
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	NA
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	NA
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	

	
	
	

	Power. A sufficient and safe electrical supply.
	N/A
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Not less than 80 lux at floor surface level, in accordance with BB87.  The Glare Index shall not exceed 19.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A 
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	 
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	0405A – FOOD TECHNOLOGY ROOM 

	Element


	Output
	Notes

	General 

	Function
	Specialist teaching space for a group of 8 or 9 KS 3 & KS 4 pupils
	 

	Relationship to other spaces
	Adjacent to other specialist subject rooms. Off main circulation 
	 

	Essential Requirements
	Food Technology must be consistent with the objective of creating a space that is calm, welcoming, and non-confrontational.
The ventilation in the space must ensure that overheating does not arise when it is being used for teaching and/or demonstrations.  The Contractor must clearly demonstrate that this issue has been fully addressed in the Contractors Proposals.  
It will provide spaces for up to 8 children with a teacher and an assistant.  And a worktop space for each child with access to a cooker, sink, drainer and hob (one of each per two pupils). 

Variable height surfaces to be provided with at least one including cooker, sink and drainer and hob. Some equipment will require especially adapted fittings.

There should be worktables in the centre of the room capable of being arranged an organised to meet teaching requirements.

There should be adequate storage with low level lockable cupboards and wall mounted cupboards and shelving. There should be a separate and adjacent food store immediately off the main room. 

Area for a teacher’s desk with a PC/Laptop, and space for washing machine dish waster and freezer.

There should be clear sight lines and easy access around units. There needs to be additional circulation space and clearance between work stations to minimise interference and situations that promote conflict, notably positions directly opposite each other that promote conflict. 

The environment will be hygienic. It will provide easy access to emergency cut-out controls on services 

NB  Although of a domestic character (as opposed to commercial production kitchen style equipment) the cooking equipment, i.e. ovens and hobs must be robust enough to be able to sustain regular and daily usage by pupils.

	

	Minimum Area (m2)
	60
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area and any areas near cooking hobs, easy clean of a material and extent appropriate for location.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required.

Sinks and paper towel dispenser required.  
All sinks to be fitted with traps which facilitate regular clearing & cleaning to prevent clocking of drain systems further along the run. Grease build up is a particular problem
	 


	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	

	Constant and safe supply of gas.
	Consult with school if gas fuelled appliances to be used.  Constant and safe supply of gas.
Installation must be provided in accordance with the appropriate regulations.  Manual gas shut off near door. (but not accessible to students)
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation. 
	

	
	
	

	Specialist power.
	Electrical supply for cooking equipment with emergency cut off.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes.   Specialist mechanical extraction required.

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	Quality washing machine/dryer and dishwasher with the latter having a short wash cycle of not more than 25 minutes .
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0405B – FOOD TECHNOLOGY AREA for KS1 & KS 2 

	Element


	Output
	Notes

	General 

	Function
	A small specialist teaching space to be used by up to three (3) KS 1 and KS 2 pupils 
	 

	Relationship to other spaces
	A small area immediately adjacent to one of the quieter parts of a main circulation route with no wall separation in the style of a ‘break-out-space’
	 

	Essential Requirements
	Food Technology must be consistent with the objective of creating a space that is calm, welcoming, and non-confrontational.
The ventilation in the space must ensure that overheating does not arise and cooking smells into adjacent areas are not intrusive when it is being used for teaching and/or demonstrations.  The Contractor must clearly demonstrate that this issue has been fully addressed in the Contractors Proposals.  
It will provide spaces for up to 3 children with a teacher and an assistant.  And a worktop space for each child with access to a cooker, sink, drainer and hob (one of each per two pupils). 

Variable height surfaces to be provided with at least one including cooker, sink, drainer and hob. Some equipment will require especially adapted fittings.

There should be worktables capable of being arranged an organised to meet teaching requirements.

There should be adequate storage with low level lockable cupboards and wall mounted cupboards and shelving.
The environment will be hygienic. It will provide easy access to emergency cut-out controls on services 


	

	Minimum Area (m2)
	15
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area and any areas near cooking hobs, easy clean of a material and extent appropriate for location.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Sinks and paper towel dispenser required.  
Sinks to be fitted with traps which facilitate regular clearing & cleaning to prevent clocking of drain systems further along the run. Grease build up is a particular problem
	 


	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation. 
	

	
	
	

	Specialist power.
	Electrical supply for cooking equipment with emergency cut off.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes.   Specialist mechanical extraction required.

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0408A – ART 

	Element


	Output
	Notes

	General 

	Function
	Teaching and learning of art based subjects
	 

	Relationship to other spaces
	Adjacent to other specialist subject rooms. Off main circulation. 
	 

	Essential Requirements
	The space must be capable of use by small groups if students (8/9) working with staff and or in smaller groups.
An Interactive White Board is required but as an alternative and LCD touch screen may be preferred by the school (discuss specific requirements with the school)  
It must be capable of being laid out in a clear, easily understood manner with an accessible furniture and equipment layout.  There should be a perimeter fixed bench with at least 2 sink units and lockable storage under, with wall mounted shelving and wall cupboards above. 

There should be worktables in the centre of the room capable of being arranged an organised to meet teaching requirements. They must be suited to a variety of purposes including clay and other 3D work. Variable height to permit access for all users.
It is particularly important that it has slip resistant flooring and visual contrast between surfaces so that children can move around safely. It will provide spaces for up to 9 children with a teacher and an assistant.
Generous ‘soft-board’ display boards (with edging) fix to all walls to allow pupils to display their work.
There should be generous storage with low level lockable cupboards and wall mounted cupboards and shelving.  Cupboards must be able to accommodate large scale pupil projects including 3D items.
Black-out blinds required.

Area for a teacher’s desk with a PC/Laptop. 
	

	Minimum Area (m2)
	60
	 

	Third Party Use details
	As appropriate to the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area of a material and extent appropriate for location.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.


	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required 
	Paper rowel dispenser required.

If clay modelling to be undertaken all waste raps to sink to be of the easy access type to enable trapping and removal of clay sediment.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation. 
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes.   Specialist mechanical extraction required.

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0408A – ART & DESIGN TECHNOLOGY for KS1 & KS 2

	Element


	Output
	Notes

	General 

	Function
	Teaching and learning of basic art and design & technology based subjects for a group of up to 3 pupils
	 

	Relationship to other spaces
	A small area immediately adjacent to one of the quieter parts of a main circulation route with no wall separation in the style of a ‘break-out-space’
	 

	Essential Requirements
	It must be capable of being laid out in a clear, easily understood manner with an accessible furniture and equipment layout.  There should be a perimeter fixed bench with at least a sink unit and lockable storage under, with wall mounted shelving and wall cupboards above. A large free standing table/work top is to be provided.

It will provide spaces for up to 3 children with a teacher and an assistant, using a central worktable. 


	

	Minimum Area (m2)
	15
	 

	Third Party Use details
	As appropriate to the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring. Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.   
	 

	Walls
	Durable and easily repairable. Ability to display work and information with ease. Surface treatment to benefit the acoustic and lighting performance of the room.  Single piece splash back for sink area of a material and extent appropriate for location.
	Allow for light coloured walls – Colours to be selected with the School.  Colour contrast in the room to allow for those with impaired sight and compliant with DDA requirements.

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the rooms use. Must enable easy access to services and fittings. Out of reach of pupils. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.


	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	Required
	Paper rowel dispenser required.

If clay modelling to be undertaken all waste raps to sink to be of the easy access type to enable trapping and removal of clay sediment.

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required
	

	Availability of drinking water.
	Required
	

	Constant and safe supply of gas.
	N/A
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	No fluctuation greater than specified in Building Bulletin 87 & 101 for winter and summer time temperatures. In accordance with CIBSE Guide recommended temperatures.  

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation. 
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes.   Specialist mechanical extraction required.

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT) in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	

	
	
	

	

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0411 – KILN ROOM

	Element


	Output
	Notes

	General 

	Function
	Specialised room for firing pottery
	 

	Relationship to other spaces
	Adjacent to related subject rooms, i.e. Art
	 

	Essential Requirements
	Accommodate a standalone firing kiln for pottery.  Ability to temporarily store items removed from the kiln on appropriate heat resistant shelving.
	

	Minimum Area (m2)
	4/5
	 

	Third Party Use details
	As appropriate for the function of the room.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the provision of education to occur. 

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Washable, impervious, hardwearing and non-slip. Able to sustain point loads from kiln legs.
	 

	Walls
	Easy clean surface. Light coloured. Coloured in a manner appropriate to the rooms use.
	Allow for light coloured walls – Colours to be selected with the School.

	Ceiling
	The shape of the ceiling and its finish will have a primary effect of its use as a kiln room.  It is essential that the ceiling specified and installed, is capable of resisting the higher than normal temperatures associated with a kiln room
	 

	
	
	

	Door 
	Secure and easily maintainable.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	The kiln in operation will generate considerable heat energy but measures must be undertaken to limit extremes of temperature, 28OC is proposed, to avoid damage to the building fabric.  

Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of general, and cleaning equipment.  The type, scope, and distribution of any small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Sufficient to meet the needs of operating the kiln and any other ancillary equipment in a safe manner.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 8L/s of fresh air per person when occupied, in accordance with BB101.
	In accordance with Building/School Premises regulations, DCSF Building Bulletin 101, Workplace Regulations and CIBSE Codes.  Specialist mechanical ventilation required.

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. 
	As recommended by CIBSE Code of Lighting and in accordance with the DCSF Building Bulletins 87 and 90 and School Premises Regulations.

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	0609 – MUGA/BALL COURT

	Element


	Output
	Notes

	General 

	Function
	Teaching and practice of sports.
	 

	Relationship to other spaces
	Adjacent Main Play Area and PE Store
	 

	Essential Requirements
	Capable of teaching and practice of sports and other physical activities to single whole groups or smaller groups. Departmental store conveniently located for the facility.  Accessible for all pupils regardless of their physical and mental capability.  
	 Must be compliant with recommendations of BB103

	Minimum Area (m2)
	As agreed with the Authority.
	

	Third Party Use details
	As appropriate for the function of the space.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	Finishes

	Playing surface
	The surface should be suitable for a range of sports, including football (5-a-side) and netball/basketball .  Should be easily maintainable, suitable for physical activity and the application of sports markings. 
	

	Fencing
	High level ball fencing should be 4.2m high, subject to agreement with the Local Planning Authority. It should be durable against the impact of sports activity and equipment, and easily repairable. Must be detailed for safety and without protrusions.  Low level rebound fencing should be specified to reduce the noise of ball and player impact.
	

	Ceiling
	N/A
	

	
	
	

	Door 
	Gates must be durable and easily repairable. Preferably self-closing and lockable by staff members.   Door ironmongery to limit injury to users.  Must be detailed for safety and without protrusions.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	Single waterproof  13amp double socket outlet.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	N/A 
	

	
	
	

	Specialist lighting
	N/A 
	


	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A
	 

	
	
	

	Other 

	PA and class change
	Class change must be audible at all times.
	 

	Other
	 
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	
	


	1101 – EXTERNAL AREA – MAIN PLAY AREA

	Element


	Output
	Notes

	

	General 

	Function
	A multi-functional central recreational space for informal play, during timetabled break times and for curriculum based activities. 
	 

	Relationship to other spaces
	The main central space will provide a flexible active play space that is defined by changes in level and or raised planting. There will be accessible direct links to the surrounding informal play/teaching and learning spaces (including sensory garden). The built form will serve as a secure boundary for the external environment, and will also offer good natural surveillance and direct access where possible.
	 

	Essential Requirements
	Provide a variety of informal play and social areas to suit the learning development, curriculum and cultural needs of pupils of all ages during the school and extended school day. The various and individual needs of the pupils should be met by a variety of spaces, different surface materials, features and facilities. Surfaces to be mix of hard and soft impact absorbing surfaces suitable for informal and formal play. They must be robust and resistant to extremes of weather with the ability to resist low levels of oil and petrol deposition.
	

	Minimum Area (m2)
	Courtyards need to be large enough for a range of activities, with adequate sunlight, avoiding overshadowing. Minimum hard play requirements in accordance with BB98 and BB99 This is considered to be an aspiration and dependant on the individual site and school’s requirements. 


	 

	Third Party Use details
	As appropriate for the function of the area.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant drainage system.

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Surface
	Hard and porous surface, where possible in support of a SUDS approach. Impact absorbing safety surfacing around play equipment as a minimum and all surfaces providing a suitable performance for their use.
	Damage due to vehicle use to be considered when specifying material. Soft landscape elements to be raised to discourage mis-use in areas of high use pedestrian circulation.

	Fencing / Protection
	The built form will serve as the natural secure boundary for the main play space and offer natural surveillance. Internal fences to be used to provide controlled use of specialist spaces should be of an appropriate material, height and appearance for the space. Boundaries or entrances to the site boundary to be a minimum 2.4m secure boundary fencing.
	Adequate shelter from adverse weather conditions and provision for some covered external teaching space.

	Services

	Light. The area should be illuminated within the range outlined.
	Lighting to allow safe and secure use of the main play area at the required times.
	

	
	
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	Drainage
	Functional drainage system with no ponding or static water.
	To use natural falls of the existing landscape where possible.

	Other 

	PA and class change
	Must be audible at all times
	 

	Other
	
	

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	Free standing play equipment appropriate for different ages and ability to be located on appropriate safety surfacing. Provision for an appropriate number of seating elements (including outdoor classroom) and including the provision of some seats with backs and arms. Informal seating (e.g. low walls and seating bollards) to offer interest and multi-functional and creative use of spaces.

	All elements must be safe and securely fixed


	1106B – EXTERANL AREA – CYCLE STORE AREA

	Element


	Output
	Notes

	

	General 

	Function
	Provision of a minimum covered cycle parking to meet the Local Authority Planning and BREEAM requirements.
	 

	Relationship to other spaces
	Accessible to main staff and pupil access and arrival point.
	 

	Essential Requirements
	To provide safe and secure cycle parking with good natural surveillance. All surfaces to be robust and durable. 
	

	Minimum Number of Spaces
	Minimum to meet the BREEAM requirements.
	 

	Third Party Use details
	As appropriate for the function of the space.
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste and have a safe and constant drainage system.

	Finishes

	Surface
	Hard and porous surface, where possible in

support of a SUDS approach,
	

	Fencing / Protection
	Located within a secure area within the site boundary. Minimum 1.8m fencing protection.
	

	Services

	Light. The area should be illuminated within the range outlined.
	Lighting to allow safe and secure use of the 

parking at all times
	

	
	
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	Drainage
	Functional and where possible a sustainable

drainage system with no ponding or static water
	

	Other 

	PA and class change
	N/A
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	Robust and durable shelter and cycle stands. Shelter to be appropriate in terms of materials and appearance for location and context with buildings.
	


PLANT / FM / ICT
	1301 – PLANT ROOM  

	Element


	Output
	Notes

	General 

	Function
	Provision of central plant for space heating boilers and circulation equipment, fire sprinkler system (if internal), and main incoming services 
	 

	Relationship to other spaces
	Convenient (central) location that reduces the length of heating runs to remote parts of the building(s).  Easy access for maintenance and service vehicles.
	 

	Essential Requirements
	Appropriate provision of space, in all dimensions, so that plant and equipment can be installed leaving adequate circulation space for safe maintenance.  Proper provision so that individual items of equipment and plant can be safely removed and replaced when required without undue disturbance to other plant and equipment in the room.  Good lighting and ventilation.
	

	Minimum Area (m2)
	N/A
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Concrete floors to be painted or otherwise sealed to prevent “dusting” and for ease of cleaning.  Floor gulley connected to the foul drainage system to be installed that permit fluids arising from an equipment failure to drain away safely.  
	

	Walls
	Durable and easily repairable. Painted with light coloured washable paint finish before equipment/plant is installed.  Paint finish to be made good on plant installation completion. 
	

	Ceiling
	Light coloured ceiling.  Soffit to be painted if exposed concrete
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to prevent unauthorised access.  Steel faced door preferred.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	For plant only
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	For plant only.
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	For boiler and plant operation.  Gas governor to be located outside the Plant Room.  Gas alarm ‘proving’ system to be provided. 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	In accordance with CIBSE recommendations to prevent freezing.
	

	
	
	

	Power. A sufficient and safe electrical supply.
	As required by plant demands
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	In accordance with CIBSE recommendations
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level but not less than 200lux at 0.8m.  Luminaires IP65 rating minimum.

Take note of general lighting requirements to facilitate reading of displays, instructions, etc in the vertical plane. 
	Take note of general lighting requirements to facilitate reading of displays, instructions, etc in the vertical plane.

	
	
	

	Specialist lighting
	N/A
	 

	Acoustic Criteria
	N/A
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Provision through the ICT network.
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  Capacity for connection to Building Management System.
	

	
	
	

	Other

	PA and class change
	Must be audible at all times.
	

	Other
	
	

	Services and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	1303 – FM OFFICE

	Element


	Output
	Notes

	General 

	Function
	Administration of FM service to the school facilities
	 

	Relationship to other spaces
	Close to teaching and administration areas
	 

	Essential Requirements
	The resulting environment must be consistent with the objective of creating a space that is welcoming, and functional.  The room must have the capacity for natural lighting.  
	 

	Minimum Area (m2)
	12
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to allow the plant to operate satisfactorily

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Should be easily maintainable and of a material which reflects the acoustic and usage needs of the space.
	 

	Walls
	Durable and easily repairable. Surface treatment to benefit the acoustic and lighting performance of the room.
	

	Ceiling
	Light coloured ceilings. Coloured in a manner appropriate to the room’s use. Must enable easy access to services and fittings. Surface treatment to benefit the acoustic, lighting and thermal performance of the room.
	 

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to meet the acoustic requirements of the space as outlined in BB93.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	N/A
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1305 – REFUSE / BIN STORE

	Element


	Output
	Notes

	General 

	Function
	To accommodate the schools waste bins.
	 

	Relationship to other spaces
	Unrestricted access to Bin Store for catering service providers, FM, and waste removal contractors, whilst being remote from main teaching and recreation areas.

Must be of adequate and appropriate size to cater for all of the schools recycling requirements and obligations.
	 

	Essential Requirements
	A robust compound for keeping  waste storage bins.  Must be resistant to aggressive cleaning chemicals and devices, inhibit the support of vermin and unauthorised access.  Capable of supporting the Authority’s waste recycling and disposal policy by appropriate segregation of materials.

Fire detection system required.
	

	Minimum Area (m2)
	N/A
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational emergency communication system by fire alarm/telecom.

	Finishes

	Floors
	Hard wearing, slip resistant flooring.  Concrete floors to be painted, tiled, or otherwise sealed to prevent contamination by waste and  “dusting”.  Be able to sustain cleaning with aggressive chemicals and steam cleaning.
	

	Walls
	Durable and easily repairable. Painted with durable finish that is resistant to aggressive chemicals and steam cleaning. 
	

	Ceiling
	If enclosed - light coloured ceilings.  If concrete soffit must be painted.
	

	
	
	

	Door 
	Hard-wearing, easily maintainable materials, to prevent unauthorised access.
	 

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	Required – for washing down
	

	Availability of drinking water.
	N/A
	

	Constant and safe supply of gas.
	N/A 
	

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	N/A
	

	
	
	

	Power. A sufficient and safe electrical supply.
	Waterproof twin socket outlet for use by Staff only 
	

	
	
	

	Specialist power.
	N/A
	

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	N/A
	

	Light. The area should be illuminated within the range outlined.
	Minimum provision for safe use.
	

	
	
	

	Specialist lighting
	N/A
	

	Acoustic Criteria
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	

	Availability of Operational ICT Infrastructure. 
	N/A
	

	
	
	

	Others

	PA and class change
	Must be audible at all times.
	

	Furniture and Equipment

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	1307 – ICT STORE

	Element


	Output
	Notes

	General 

	Function
	Storage of ICT equipment
	 

	Relationship to other spaces
	Adjacent to teaching and learning facilities
	 

	Essential Requirements
	Ability to safely and securely accommodate a loaded laptop trolley and racking/shelving for portable computer and ICT devices.

Wet services must not pass through the area, e.g. water supply and drainage.
	

	Minimum Area (m2)
	8
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	Finishes

	Floors
	Hard wearing, slip resistant flooring and easily maintainable.  
	 

	Walls
	Durable and easily repairable.  
	

	Ceiling
	Light coloured ceilings.
	 

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to prevent unauthorised access.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	In accordance with CIBSE recommendations to prevent freezing.
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	As updated to support laptop trolley charging.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	In accordance with CIBSE recommendations
	

	Light. The area should be illuminated within the range outlined.
	Not less than the at work surface level.
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	N/A
	 

	Availability of Audio Visual Infrastructure. 
	N/A
	 

	Availability of Operational ICT Infrastructure. 
	N/A
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	N/A


	1308 – ICT TECHNICIAN OFFICE

	Element


	Output
	Notes

	General 

	Function
	ICT technicians office. 
	 

	Relationship to other spaces
	Close to server room/hub room
	 

	Essential Requirements
	Office for one full time technician but must be able to support a ‘hot’ desk space for another person.  Adequate shelving for storage space for equipment under repair or test.
	 

	Minimum Area (m2)
	10
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring and easily maintainable.  
	 

	Walls
	Durable and easily repairable.  
	

	Ceiling
	Light coloured ceilings.
	 

	
	
	

	Door
	Hard-wearing, easily maintainable materials, to prevent unauthorised access.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	See Part 1 – Volume 1 – Clause 2.3.1. General Item 2
	

	
	
	

	Power. A sufficient and safe electrical supply.
	To support the use of specialist, general, ICT and cleaning equipment.  The type, scope, and distribution of small power outlets is to be agreed with the user before installation.
	

	
	
	

	Specialist power.
	Enhanced small power provision to support multiple numbers of computers or items of equipment on test or being repaired.
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Room must be ventilated at a minimum rate of 3L/s of fresh air per person when occupied, in accordance with BB101.
	

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. The room must achieve at least 2% average daylight.
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	Highest indoor ambient noise level 40dBL(Aeq, 30min), Minimum Wall/Floor Sound Insulation and Unoccupied Mid Frequency Reverberation Time (UMFRT in accordance with BB93. 
	In accordance with Building Bulletin 87, in particular, whole of Section A and in accordance with Building Bulletin 93 and 102 for the Office area.

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements.  The type, scope and distribution of data outlets is to be agreed with the user before installation.
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	FF&E to be provided to support the function of the area as agreed with the user.
	


	1309 – ICT MAIN SERVER ROOM

	Element


	Output
	Notes

	General 

	Function
	ICT Main Server Room. 
	 

	Relationship to other spaces
	As advised by ICT to suit permissible lengths of cable runs to user locations.
	 

	Essential Requirements
	Reference ICT Specification for particular requirements.

Wet services must not pass through the area, e.g. water supply and drainage.
	 

	Minimum Area (m2)
	20
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring and easily maintainable.  
	 

	Walls
	Durable and easily repairable.  
	

	Ceiling
	Light coloured ceilings.
	 

	
	
	

	Door
	Hard-wearing double-doors, easily maintainable materials, to prevent unauthorised access.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	Reference ICT Specification for particular requirements.  
	

	
	
	

	Power. A sufficient and safe electrical supply.
	Reference ICT Specification for particular requirements.  
	

	
	
	

	Specialist power.
	Reference ICT Specification for particular requirements.  
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Reference ICT Specification for particular requirements.  
	

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. 
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A 
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


	1310 – ICT HUB ROOM

	Element


	Output
	Notes

	General 

	Function
	ICT Hub Room. 
	 

	Relationship to other spaces
	As advised by ICT to suit permissible lengths of cable runs to Main Server and user locations.  
	 

	Essential Requirements
	Reference ICT Specification for particular requirements.

Wet services should not pass through the area, e.g. water supply and drainage.
	 

	Minimum Area (m2)
	8
	 

	Third Party Use details
	N/A
	

	Safety, Security and Access

	The area must be accessible by means appropriate to its function. The area must be free from obstruction.

	Emergency Access: The area’s means of escape for fire or other emergency must be functional and free from obstruction.

	Permanent structural elements and building fabric to be present and sufficiently sound to support the function of the space.

	The area must be free from flood, penetrating water and damp affecting the structure of the building to the extent that precludes the safe occupation of the area. 

	The area must be clear from waste.

	The area must be served by an operational security system in line with ‘Secured by Design - Schools 2010’. 

	The area must be served by an operational emergency communication system by fire alarm/telecom..

	Finishes

	Floors
	Hard wearing, slip resistant flooring and easily maintainable.  
	 

	Walls
	Durable and easily repairable.  
	

	Ceiling
	Light coloured ceilings.
	 

	
	
	

	Door
	Hard-wearing double doors, easily maintainable materials, to prevent unauthorised access.
	

	Services

	Hot water supply. A sufficient, constant and safe hot water supply.
	N/A
	 

	
	
	

	Cold water supply. A sufficient, constant and safe cold water supply.
	N/A
	

	Availability of drinking water.
	N/A
	 

	Constant and safe supply of gas.
	N/A 
	 

	
	
	

	Temperature. The area must be maintained at a temperature within the range outlined.
	Reference ICT Specification for particular requirements.  
	

	
	
	

	Power. A sufficient and safe electrical supply.
	Reference ICT Specification for particular requirements.  
	

	
	
	

	Specialist power.
	Reference ICT Specification for particular requirements.  
	 

	Ventilation & airflow levels. The area must be maintained at the level of ventilation outlined.
	Reference ICT Specification for particular requirements.  
	

	Light. The area should be illuminated within the range outlined.
	Not less than 300 lux at work surface level, in accordance with BB87.  The Glare Index shall not exceed 19. Light fittings must be such so as not to hinder any passive ventilation, heating or cooling strategy employed in the room. 
	

	
	
	

	Specialist lighting
	N/A
	 

	Maximum noise levels. The area should be maintained within the noise levels outlined. 
	N/A 
	

	
	
	

	Specialist mechanical installations
	N/A
	 

	ICT

	Telecom points
	Terminated RJ45 outlets installed in accordance with the ICT provider’s requirements
	 

	Availability of Audio Visual Infrastructure. 
	N/A 
	 

	Availability of Operational ICT Infrastructure. 
	See Part 1 Volume 1 Section 2.3.13 of the Authorities Requirements.  
	 

	
	
	

	Other 

	PA and class change
	Must be audible at all times.
	 

	Other
	
	 

	Furniture and equipment 

	Element (e.g. table, chairs, shelves, etc), details and quantity.
	N/A
	


