
Level D

Level F

Cut through existing bolt

fixings and dowels

Asbestos cement packs and shims to be

removed and disposed off by contractor.

Low grade compressed asbestos removal

in accordance with H.S.E. documents A9

and A14

Note: Some fins have additional

asbestos cement packers around

their central fixing bolts.

SECTION SHOWING TYPICAL ARRANGEMENT OF FINS AND FIXINGS
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Level H

PLAN VIEW - SHOWING

TYPICAL FIN AND FIXING

Scale 1:10

Fixings to be cut

(12-14mm Steel dowel)

Typical position of asbestos packers

150mm deep fins

300mm deep fins

Note: Some fins have additional

asbestos cement packers around

their central fixing bolts.

SECTION - SHOWING

TYPICAL FIN AND FIXING

Scale 1:10

Original fixings 12-14mm Steel dowels

Some fins have additional M12 SS

threaded rod resin fixings to secure

loose fins (Levels J & L)

SECTION -  SHOWING

LOWER FIN ON WALL FIXING

(SOUTH ELEVATION)

Scale 1:10

Asbestos cement packers

SECTION -  SHOWING UPPER &

LOWER FINS AND FIXING

Scale 1:10

PLAN VIEW

SHOWING REPAIR

Scale 1:10

Fixings to be cut back

and surround repaired

(typical 100 x 100mm

x 25mm deep)

SECTION

 SHOWING REPAIR

Scale 1:10

PHOTOGRAPH OF

EXISTING CUT BOLTS
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Notes:

Original fixings are 12 - 14mm

steel rods - some have asbestos

cement packer over.

New 12 & 14mm stainless steel

threaded rod has been resin

fixed to some of the loose fins

(mainly on levels J & L)

There are occasional fins with L

brackets bolted to the fin and

parapet wall.

Original asbestos cement packer


